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OF THE FACTORY PRODUCTION CONTROL 

№ 1888 – CPR – 153 – TR 
(Issue №1) 

In compliance with Regulation 305/2011/EU of the European Parliament and of the Council of 9 March 2011 

(the Construction Products Regulation or CPR), this certificate applies to the construction product: 

Cold formed welded structural hollow sections of non-alloy and fine 

grain steels 
Scope of the certificate:  

Steel grade Section type Dimensions 

S235JRH 

S275J0H 

S355J0H 

Circular hollow sections 
Diameter from Ø13.00 mm to Ø114.30 mm, wall thickness w 

= 1.5 mm – 5.00 mm 

Square hollow sections 
From 20 × 20 mm to 90 × 90 mm, wall thickness w = 1.5 mm 

– 5.00 mm 

Rectangular hollow sections 
From 40 × 20 mm to 120 × 60 mm, wall thickness w = 1.5 

mm – 5.00 mm 

BOYÇELİK METAL SAN. VE TİC. A.Ş. 

Organize Sanayi Bölgesi 37. Cadde No:4 – Kayseri Türkiye 

and produced in the manufacturing plant 

BOYÇELİK METAL SAN. VE TİC. A.Ş. 

Organize Sanayi Bölgesi 37. Cadde No:4 – Kayseri Türkiye 

This certificate attests that all provisions concerning the assessment and verification of constancy of 

performance and the performances described in Annex ZA of the standard 

EN 10219-1-2:2006 

This certificate was first issued on 21.07.2026 and will remain valid until 20.07.2029 as long as the test 

methods and/or factory production control requirements included in the harmonized standard, used to assess 

the performance of the declared characteristics, do not change, and the product, and the manufacturing 

conditions in the plant are not modified significantly. 

Haskovo 
21.07.2026 

 

        eng. Nikolay Atanasov 
   Manager 

 

 


